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PVX Multimount®  

Description 

Multifunctional, wind-certified mounting system for installing mesh trays and/or tubes on flat 
roofs. Top side: mesh tray support 60-300mm area with space for 3 cable tray clips. 
Side: 2 tube entries Ø16–32 mm + 2 tube lockers on the top side. 
Lid function for placing tube. Includes 1 ballast block. 
Coupling function for infinite-width mesh tray installation. 

Technical specifications 

▪ Measurements (mm):    L 150 x W 115 x H 100 
▪ Weight:     1120 g  
▪ Material:    ASA, HDPE, Halogen free 
▪ Max load:    200 KG  
▪ Mesh tray*:                    60mm – 300mm 
▪ Check grid dimensions before use (!):                   See installation manual* 
▪ Tube:    Ø16-32mm 
▪ UV-stable:     100% 
▪ Temperature:     - 40°C to + 60°C 
▪ BallasT Block:                        Frost-resistant, KOMO®, 100-year warranty 
▪ Verticale mounting:    2 × M6 drill holes in the base 
▪ Suitable for direct placement on:     Bitumen, PVC, TPO, EPDM, Concrete, etc. 
▪ Box dimensions (20 pieces)                 L 60cm x W 33cm x H 23cm - Weight: 23KG 

Certification 
Wind, according to standards NEN-EN 1991-1-4:2011, NEN 7250:2014, 
CUR Recommendation 103:2005. 
Maximum wind load: class 10 (24.5–28.4 m/s). 

Article number 
PVX23011945          

Product warranty 
Product warranty -15 years 
Application guarantee – 15 years, provided that the support distance is approved by the PVX 
Calculator. 
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